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BottcherFount S-3007

Fountain Solution Additive for IPA-free printing

m Boftcher

9
BottcherFount S-3007 is a fountain solution additive for sheet-fed printing and for %
continuous form printing, particularly for alcohol-free printing. S\
<
%' Standard dosage 4%
~' For IPA-free printing or IPA reduction 0 - 5%
«' pH-value 4,9 - 5,5 (depends on hardness of water)
& suitable for water hardness of 5 - 15° dH
& in case of water hardness <5° dH, please use BottcherPro Calcit
<! fast restarts and stable water setting
=’ minimizes built-up on the blanket and on the impression cylinder V,u’
=~ minimizes ink built-up on dampening rollers S
& reduced glazing and deposits on ink rollers \§
' quick drying of the ink on matt coated paper and non-absorbent substrates
<! high ink density and brilliance, very good scrub resistance of the ink
=' very good results in combination with BéttcherPro Aqualis dampening rollers
~' suitable for CTP plates, for UV-inks, and for metal pigment inks
~' increased conductivity per % input: 130 uS/cm
& density 1,05 kg/I
Before applying BoéttcherFount S-3007, the fountain system must be completely emptied and
cleaned thouroughly, preferably with or BéttcherPro Slimex.
The more the IPA content is reduced, ink feedback and debris will increase and accumulate in the
fount circulation system. Therefore, we recommend the fountain solution to be changed regularly, e. ;%’J

g. every two weeks. Use BottcherPro Calcit as a rehardener for RO and soft water.
BottcherFount S-3007 meets the requirements of the ,,Corrosion Certificate of Fountain Solution

Additive“, approved by press manufacturers.
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<} 20 kg can V)
™
&' 200 kg drum N
\f
N
BottcherFount S-3007 is classified and marked in accordance with EC-directive 1999/45/EC - in é
its latest version. BéttcherFount S-3007 is not a dangerous good in the sense of national and S
international transport regulations. X
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Germany

Phone +49 221 49071

Fax +49 221 4907-420
koeln@boettcher-systems.com

Argentina

Phone +54 23 22 466 200

Fax +54 23 22 496 951
aschwald@boettcher-systems.com.ar

Australia

Phone +61 2 96 59 27 22

Fax +612 96 59 27 44
info-aus@boettcher-systems.com

Austria

Phone +43 223 686 070 1
Fax +43 223 686 070 150
office@boettcher.at

Brazil

Phone +55 11 26 18 18 66
Fax +55 11 26 18 18 66
fabio@boettcher.com.br

Baltaxi@tates

Phone +8 D036 147054381

Fax +8D03614783427
botictieo@Bbtietiehkr-systems.com

Canada

Phone +1 905 612 07 38

Fax +1 905 612 81 27
bob.nixon@boettcher-systems.com

ChimmdaSuzhou

Phone +8863%562 8D 38 00

Fax +1 8656358475 57
botho@h@bieteheyspstentorom

China - Guzingzhou

Phone +86 80288378(601800

Fax +1 86 3028837806057
guzingzhig@tiohtichpstsystecasrcom

EinéaidRepublic

Phone +338 @& 73 B3&5 11

Fax +328 (Y& T3B217 18
battchar@iai@ieeitzher-systems.com

Pamoark
Phone +33 7626053060
Fax +33 76462189830

i@ i@ baet

systems.com

Eraat8ritain

Phone +88 180008 G000

Fax +88 18021281078
sdfle@uuigtchimet@homtioher-systems.com

Boeegt Boitgin

Phone +83 2234142153 00

Fax +83 223414216578
katesayii@eoticbe@ioettcher-systems.com

Hongdtyng

Phone +86 225@ 6810
Fax +86 2250 68155
kattehgi@bottcher.his

Wdimgary

Phone +36 72 46 G3 5094

Fax +36 73 40 535254
inbetoidis@bottiahettsystems.com

Indémesia

Phone +62 22 48 80 29 86

Fax +62 22 46 80 39 82
fafdimatid@botttbiecceyistems.com

Wradpnesia

Phone +82 02 4883729 36
Fax +892 02 4883720422
ferdinand@bottcher.co.id

n
Phone +89 83@87 64101
Fax +89 83@87 643142
tooetyeha@ane@icbettchép-systems.com

Uihasania

Phone +81 3 36 47 64 01
Fax +81 3 36 47 64 11
twotiyhen@@bttetiehér.co.jp

Malaysia

Phone +60 3 80 62 20 42
Fax +60 3 80 62 42 03
meishin@bottcher.com.my

Mexico

Phone +52 55 56 57 72 93

Fax +52 55 56 57 94 19
enrique.iturbe@boettcher-systems.com

Middle East

Phone +971 44 22 79 84
Fax +971 44 2276 94
pius.marokky@boettcher.ae

Netherlands

Phone +31 416 69 71 90
Fax +31 416 69 73 59
service@boettcher.nl

Poland

Phone +48 22 731 61 10

Fax +48 22 731 61 11
office.pl@boettcher-systems.com

Russia

Phone +7 495 662 30 93

Fax +7 495 662 30 94
moscow@boettcher-systems.com

Singapore

Phone +65 64 63 21 31
Fax +65 64 63 11 31
bottcher@singnet.com.sg

Republic of Slovakia
Phone +421 263 813 624
Fax +421 263 81 36 25
bottcher@bottcher.sk

South Korea

Phone +82 31 907 67 81
Fax +82 31 907 67 86
cjpark@boettcher.co.kr

Spain

Phone +34 91 885 95 77

Fax +34 91 885 92 68
venteai@boettcher-systems.com

Sweden

Phone +46 565 165 70
Fax +46 565 165 80
info@boettcher.se

Switzerland

Phone +41 41 784 11 11

Fax +41 41784 11 12
office.ch@boettcher-systems.com

Taiwan

Phone +886 282 286 848

Fax +886 282 286 849
barry.mao@boettcher.com.tw

Thailand

Phone +66 38 57 16 00

Fax +66 38 57 16 08
anurux.sasasmit@boettcher-systems.com

Turkey

Phone +90 212 659 93 38

Fax +90 212 659 93 40
ozan.karaca@boettcher-systems.com

Ukraine

Phone +38 44 513 80 09
Fax +38 44 513 98 38
office@bottcher.ua

USA

Phone +1 410 273 70 00

Fax +1 4102737174 74
david.dinsmore@boettcher-systems.com

The purpose of these technical data is to assist our customers. We list general experience and laboratory test. Translation of these to actual applications
is, however, subject to a variety of factors which are beyond our control. We ask for understanding that claims can‘hbtlxabadatgpopdhdéhem.
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